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with a normal plug and socket. The cable 
should already be hardwired to the unit.
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Figure 9 - Hanging of the unit to the supporting bracket and matching hooks (for 8001/8002 only). 

 

 
Figure 10 - Installation of the vent cap (all models). 
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ONLY 
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GAS SUPPLY 

Check all local codes for requirements, 
especially for the size and type of gas supply 
line required. On Natural gas lines less than 15” 
(380 mm) long, use 1/2” tube; on longer runs, 
use 3/4” iron tube or equal. On LP gas lines 
please consult LP gas supplier. 
 
INSTALLING A NEW MAIN GAS COCK 
 
Each appliance should have its own manual gas 
cock. A manual main gas cock should be 
located in the vicinity of the unit. Where none 
exists, or where its size or location is not 
adequate, contact your local authorized installer 
for installation or relocation. 
 
Compounds used on threaded joints of gas 
piping shall be resistant to the action of L.P. gas. 
The gas lines must be checked for leaks by the 
installer. This should be done with a soap 
solution watching for bubbles on all exposed 
connections, and if unexposed, a pressure test 
should be made. 
 
Never use an exposed flame to check for 
leaks. Appliance must be disconnected from 
piping at inlet of control valve and pipe 
capped or plugged for pressure test. Never 
pressure test with appliance connected; 
control valve will sustain damage! 
 
A gas valve and ground joint union should be 
installed in the gas line upstream the gas control 
to aid in servicing. It is required by the National 
Fuel Gas Code that a drip line be installed near 
the gas inlet. This should consist of a vertical 
length of pipe tee connected into the gas line 
that is capped on the bottom in which 
condensation and foreign particles may collect. 
The use of the following gas connectors is 
recommended: 
– ANSI Z21.24 Appliance Connectors of 
Corrugated Metal Tubing and Fittings., CGA 
6.10. 
– ANSI Z21.45 Assembled Flexible Appliance 
Connectors of Other Than All–Metal 
Construction. 
The above connectors may be used if 
acceptable by the authorities having jurisdiction. 
 
PRESSURE TESTING OF THE GAS SUPPLY 
SYSTEM 

1. To check the inlet pressure to the gas 
valve, a plugged tapping, accessible for 

test gauge connection, is provided on the 
gas valve (see A in Figure 11, page 17). 

2. The appliance and its individual shutoff 
valve must be disconnected from the gas 
supply piping system during any pressure 
testing of that system at test pressures in 
excess of 1/2 psig (3.5 kPa). 

3. The appliance must be isolated from the 
gas supply piping system by closing its 
individual manual shutoff valve during any 
pressure testing of the gas supply piping 
system at test pressures equal to or less 
than 1/2 psig (3.5 kPa). 

Attention: If one of the above procedures 
results in pressures in excess of 1/2 psig (14” 
w.c.) (3.5 kPa) on the appliance gas valve, it will 
result in a hazardous condition. 
 
HIGH ALTITUDES (U.S. ONLY) 
 
For altitudes/elevations above 2,000 feet (610 
m), ratings should be reduced at the rate of 4 
percent for each 1,000 feet (305 m) above sea 
level by reducing the manifold pressure at 8% 
rate on the gas supply. 
 
HIGH ALTITUDES (CANADA ONLY) 
 
The appliance is tested according to CGA 2.17 
M91 for installation between 0 and 4500 ft. (0 
and 1370 m) altitude without changes. 
 
FIRST FIRING OF THE FURNACE 
 
Light up the furnace following the instructions 
given in section 3 “OPERATING 
INSTRUCTIONS” on page 21. 
The first lighting can be difficult because of the 
air trapped in the gas lines. 
During initial firing of the furnace, residual 
manufacturing grease will bake out and smoke 
will occur which is not a health danger. To 
prevent nuisance and operation of fire alarms, 
ventilate the room for the first two hours of 
operation. 
 
CHECKING THE GAS INLET PRESSURE 
 
The gas inlet pressure can be measured by 
connecting a test gauge to the connection 
provided on the gas valve (see A in Figure 11, 
page 17). 
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Just after the installation is completed the gas 
inlet pressure must be checked. 
The minimum gas inlet pressure must be as 
shown in table 1. 
After checking the gas inlet pressure disconnect 
the test gauge and tighten firmly the screw of the 
gauge connection, then check for gas leaks from 
it. 
 
CHECKING THE GAS MANIFOLD PRESSURE 
 
The gas manifold pressure can be measured by 
connecting a test gauge to the connection 
provided on the gas valve (see B in Figure 11). 
The furnace comes factory–set at the correct 
manifold gas pressure (see paragraph 
“TECHNICAL DATA” on page 6).  
5002/8002: Just after the installation is 
completed the gas manifold pressure must be 

checked both in Hi and Lo input. 
5001/8001: check the pressure on gas input and 
regulate it by the proper screw protected by a 
cap; see Figure 11 below. 
The gas manifold pressure shall be as shown in 
“TECHNICAL DATA” on page 6. 
Differences of plus or minus 0.1 in. w.c. are 
accepted. 
If the Hi or Lo gas manifold pressures are 
different from the values given in table 1 for 
more than 0.1 in. w.c., shut off the furnace and 
contact your Service Agency. 
For instructions about adjustment of the 
manifold Hi and Lo pressures, see section 4 – 
Servicing. 
After checking the gas manifold pressure, 
disconnect the test gauge and tighten firmly the 
screw of the gauge connection, then check for 
gas leaks from it. 

 

   

E G H 

A B 

C 

 
Figure 11 - Valve manifold - 5001/8001: LEFT; 5002/8002: RIGHT. 

KEY for 5001/8001 KEY for 5002/8002 

  

A TEST GAUGE CONNECTION FOR GAS INLET 
PRESSURE 

A TEST GAUGE CONNECTION FOR GAS INLET 
PRESSURE 

B TEST GAUGE CONNECTION FOR GAS MANIFOLD 
PRESSURE 

B TEST GAUGE CONNECTION FOR GAS MANIFOLD 
PRESSURE 

C NUT FOR PRESSURE ADJUSTMENT (PRESSURE 
REGULATOR); THE SCREW IS COVERED BY A CAP 

C NUT FOR HI PRESSURE ADJUSTMENT (PRESSURE 
REGULATOR) 

E ELECTRIC CLAMP CONNECTION 
D SCREW FOR LO PRESSURE ADJUSTMENT (HI – LO 

OPERATOR) 

G ELECTRIC CABLE INLET E ELECTRIC CLAMP CONNECTION 

H HOLE FOR GAS SUPPLY INLET G ELECTRIC CABLE INLET 

 H HOLE FOR GAS SUPPLY INLET 

 L FLAME VIEW 
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ELECTRICAL WIRING DIAGRAMS 

Here below the wiring diagrams key for all models (the diagrams follow) 
 

EV, EV1 

EV2 

M 

M1 

M2 

M9 

NP 

RP8 

RP7 

S 

SF 

SB 

TR 

Z1 

Z2 

Z3 

Z8 

Z9 

L1 

L2 

GND 

GAS VALVE 1 (SAFETY SHUTTER) 

HI-LO FLAME OPERATOR (*) 

FAN MOTOR (n. 2 MOTORS ON 8001/8002) 

OVERHEAT THERMOSTAT 

FAN THERMOSTAT 

MAINS FUSE – 5X20 size – 4A 

PRESSURE SWITCH 

FLAME SENSOR 

SPARK IGNITER (n. 2 pcs) 

COMBUSTION BLOWER MOTOR 

FLAME VIEW LAMP (GREEN LAMP) 

LOCK-OUT LAMP (RED LAMP) 

CURRENT TRANSFORMER 120-24 V 

RESET AND SUMMER – WINTER SWITCH (*) 

HI-LO FLAME AND FAN SPEED SWITCH (*) 

MANUAL – PROGRAM MODE SWITCH (*) 

PROGRAMMABLE TIMER (*) 

ROOM THERMOSTAT 

SUPPLY LINE – LIVE WIRE 

SUPPLY LINE – NEUTRAL WIRE 

SUPPLY LINE – GROUND WIRE 

VANNE GAS 1 (SECURITE’) 

OPERATEUR HAUTE-BASSE FLAMME (*) 

MOTEUR DU VENTILATEUR (2 SUR 8001/8002) 

THERMOSTAT DE SURCHAUFFE 

THERMOSTAT DE VENTILATION 

FUSIBLE 5X20 – 4A 

PRESSOSTAT DE CIRCUIT DE COMBUSTION 

ELECTRODE DE DETECTION DE FLAMME 

ELECTRODE D’ALLUMAGE 

MOTEUR DU VENTILATEUR DE COMBUSTION 

LAMPE DE PRESENCE DE FLAMME (VERTE) 

LAMPE DE VERROUILLAGE (ROUGE) 

TRANSFORMATEUR 120-24 V 

REARMEMENT ET BOUTON ETE’ - HIVER (*) 

BOUTON HAUTE-BASSE FLAMME - VITESSE VENTIL. (*) 

BOUTON MANUEL – PROGRAMME’ (*) 

INTERRUPTEUR HORAIRE (*) 

THERMOSTAT D’AMBIANCE 

ALIMENTATION - PHASE 

ALIMENTATION - NEUTRE 

ALIMENTATION - MASSE 

Table 3 - Key for electrical wiring diagrams - (*) Some functions are only available on 5002 and 8002 models. 

 

5001 WIRING DIAGRAM 

 
Figure 12 - 5001 WIRING DIAGRAM 
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5002 WIRING DIAGRAM 

 
Figure 13 - 5002 WIRING DIAGRAM 

 

8001 WIRING DIAGRAM 

 
Figure 14 - 8001 WIRING DIAGRAM 
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8002 WIRING DIAGRAM 

 
Figure 15 - 8002 WIRING DIAGRAM 
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SECTION 3 OPERATING INSTRUCTIONS 

Before operating the furnace, read carefully all warnings and safety information on pages 4 and 5 of this 
manual. 

OPERATING INSTRUCTIONS FOR MODELS 5001 and 8001 
 

 

 FOR YOUR SAFETY READ BEFORE OPERATING  

 
 
 
A. This appliance does not have a pilot. It is 

equipped with an ignition device which 
automatically lights the burner. Do not try to 
light the burner by hand. 

B. BEFORE OPERATING smell all around the 
appliance area for gas. Be sure to smell next 
to the floor because some gas is heavier 
than air and will settle on the floor. 

WHAT TO DO IF YOU SMELL GAS: 
- Do not try to light any appliance 
- Do not touch any electric switch; Do 
not use any phone in your building 
- Immediately call your gas supplier 
from a neighbour’s phone. 

 
 
 

Follow the gas supplier’s instructions. 
- If you cannot reach your gas supplier, call the fire 
department. 

C. Use only your hand to push in or turn the gas control 
knob. Never use tools. If the knob will not push in or turn 
by hand, don’t try to repair it, call a qualified service 
technician. Force or attempted repair may result in a fire 
or explosion. 

D. Do not use this appliance if any part has been under 
water. Immediately call a qualified service technician to 
inspect the appliance and to replace any part of the 
control system and any gas control which has been 
under water. 

 

 

 OPERATING INSTRUCTIONS 
 

 
1. STOP! Read the safety information above on this label. 

2. Set the thermostat to the lowest setting by turning it counterclockwise            
completely. Do not force. 

3. Turn off all electric power to appliance. 

4. This appliance is equipped with an ignition device with automatically lights the 
burner. Do not try to light the burner by hand. 

5. Turn off gas supply to the unit by turning off the gas tap. 

6. Wait (5) minutes to clear out any gas. If you then smell gas, STOP! Follow “B” in 
the safety information above on this label. If you don’t smell gas, go to the next 
step. 

7. Turn on gas supply to the unit. 

8. Turn on electric power to the appliance. 

9. Set the thermostat to the highest setting by turning it clockwise            
completely. Do not force. 

 

G R 
RED 
LAMP 

GREEN 
LAMP 

RESET BUTTON 

THERMOSTAT 

! 

 

10. The red lamp will be alight for 40 seconds, then the flame will light up. The red lamp will then shut off and 
the green one will be alight. 

11. Set thermostat to desired setting. 
12. If the appliance will not operate, follow the instructions “To Turn Off Gas Of Appliance” and call your 

service technician or gas supplier. 
13. This appliance has an automatic flame control system. When the flame is alight, the green lamp is alight too. 

In case of flame fault, the red lamp will light up and the green one will turn off. If this occurs, press the reset 
button. 
The appliance will perform a new lighting attempt after about 40 seconds. During these 40 seconds the red 
lamp will be alight. If this new attempt is unsuccessful, turn off electric power to the appliance and call your 
Service Agency. 

 

 TO TURN OFF GAS TO APPLIANCE 
 

1. Set the thermostat to the lowest setting by turning it counterclockwise            completely. Do not force. 

2. Turn off all electric power to the appliance if service is to be performed. 

3. Turn the gas tap installed on the gas supply to the CLOSED position. 

WARNING: If you do not follow these instructions exactly, a fire or explosion 
may result causing property damage, personal injury or loss of life. 
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OPERATING INSTRUCTIONS FOR MODELS 5002 and 8002 

 

 FOR YOUR SAFETY READ BEFORE OPERATING  

 
 
 
A. This appliance does not have a pilot. It is 

equipped with an ignition device which 
automatically lights the burner. Do not try to 
light the burner by hand. 

B. BEFORE OPERATING smell all around the 
appliance area for gas. Be sure to smell next 
to the floor because some gas is heavier 
than air and will settle on the floor. 

WHAT TO DO IF YOU SMELL GAS: 
- Do not try to light any appliance 
- Do not touch any electric switch; Do 
not use any phone in your building 
- Immediately call your gas supplier 
from a neighbour’s phone. 

 
 
 

Follow the gas supplier’s instructions. 
- If you cannot reach your gas supplier, call the fire 
department. 

C. Use only your hand to push in or turn the gas control 
knob. Never use tools. If the knob will not push in or turn 
by hand, don’t try to repair it, call a qualified service 
technician. Force or attempted repair may result in a fire 
or explosion. 

D. Do not use this appliance if any part has been under 
water. Immediately call a qualified service technician to 
inspect the appliance and to replace any part of the 
control system and any gas control which has been 
under water. 

 

 

 OPERATING INSTRUCTIONS 
 

 
1. STOP! Read the safety information above on this label. 

2. Set the thermostat to the lowest setting by turning it counterclockwise            
completely. Do not force. 

3. Turn off all electric power to appliance. 

4. This appliance is equipped with an ignition device with automatically lights the 
burner. Do not try to light the burner by hand. 

5. Turn off gas supply to the unit by turning off the gas tap. 

6. Wait (5) minutes to clear out any gas. If you then smell gas, STOP! Follow “B” in 
the safety information above on this label. If you don’t smell gas, go to the next 
step. 

7. Turn on gas supply to the unit. 

8. Turn on electric power to the appliance. 

9. Push the MIN/MAX button to MIN (button down). 

 

G 
RED 
LAMP 

MIN 

MAX 

RESET 

R 

GREEN 
LAMP 

MANUAL/PROGRAMMED 
BUTTON 

THERMOSTAT 

SUMMER/WINTER 
BUTTON 

MIN/MAX 
BUTTON 

 

10. Switch the SUMMER/WINTER button to WINTER (button up). 
11. Set thermostat to desired setting. 
12. The red lamp will be alight for 40 seconds, then the flame will light up. The red lamp will then shut off and 

the green one will be alight. 
13. If the appliance will not operate, follow the instructions “To Turn Off Gas Of Appliance” and call your 

service technician or gas supplier. 
14. If you choose the high heat output (quick heating), push the MIN/MAX button to MAX (button up). If you 

prefer soft heating and silent operation, keep it on MIN (button down). 
15. This appliance has an automatic flame control system. When the flame is alight, the green lamp is alight too. 

In case of flame fault, the red lamp will light up and the green one will turn off. If this occurs, turn the 
SUMMER/WINTER button to SUMMER (button down) and wait ten (10) seconds; then turn the switch back to 
WINTER (button up). 
The appliance will perform a new lighting attempt after about 40 seconds. During these 40 seconds the red 
lamp will be alight. If this new attempt is unsuccessful, turn off electric power to the appliance and call your 
Service Agency. 

 

 TO TURN OFF GAS TO APPLIANCE 
 

1. Set the thermostat to the lowest setting by turning it counterclockwise            completely. Do not force. 

2. Turn off all electric power to the appliance if service is to be performed. 

3. Turn the gas tap installed on the gas supply to the CLOSED position. 

WARNING: If you do not follow these instructions exactly, a fire or explosion 
may result causing property damage, personal injury or loss of life. 
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WHAT TO DO IF THE RED LAMP LIGHTS UP 

(ALL MODELS) 
 

This appliance has an electronic flame supervision device. If the flame disappears the gas flow will be 
automatically shut off and the red lamp will alight instead of the green one. The appliance will perform 
a new lighting attempt if you do ONE of the following actions: 

A. Turn off all electric supply to the appliance for some seconds then turn it on again; OR 

B. Turn the thermostat knob to zero setting, then turn it back to comfort setting after some seconds; 
OR 

C. Press the reset button once (5001/8001 models), or press the SUMMER/WINTER button to 
SUMMER (button down) for some seconds, then push it back (button up) to WINTER position 
(5002/8002 models). 

 
HOW TO SHUT OFF THE APPLIANCE 

 

1. Turn the thermostat knob to the ZERO position. 

2. Turn the I–O switch on the programmable clock to ZERO position. 

3. Turn off all electric supply to the appliance. 

4. Turn the gas tap installed on the gas supply line upstream to the unit to CLOSED position. 

 

 USING YOUR 5001/8001 HEATER  

 

GREEN LAMP: it is alight when the flame is ON 

 RED LAMP: in case the flame disappears the gas flow will be shut 
off and the red lamp will alight instead of the green one. The unit is 
locked–out. To reset the unit proceed as indicated in the tables 
above (“WHAT TO DO IF THE RED LAMP LIGHTS UP”). 

RESET BUTTON: Press this to reset the unit if the red lamp will alight 
instead of the green one (see above “RED LAMP”). 

 

! 

 

 THERMOSTAT: turn clockwise to increase the temperature, turn 
counterclockwise to decrease it 
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USING ALL THE FEATURES OF YOUR 

5002/8002 HEATER 
 

 

GREEN LAMP: it is alight when the flame is ON 

 RED LAMP: in case the flame disappears the gas flow will be shut 
off and the red lamp will alight instead of the green one. The unit is 
locked–out.  To reset the unit proceed as indicated in the tables 
above (“WHAT TO DO IF THE RED LAMP LIGHTS UP” on page 
23). 

MANUAL/PROGRAMMED BUTTON: when the button is down, the furnace 
keeps the temperature set by the thermostat according to the clock’s 
programmes. When the button is up, the furnace keeps the temperature at 
any time. 
See Section 5 to set the clock. 

 THERMOSTAT: turn clockwise to increase the temperature, turn 
counterclockwise to decrease it 

SUMMER/WINTER: when the button is up, the furnace will operate in heating 
mode according to the thermostat and/or clock’s programmes. When the 
button is down, the appliance will perform a pleasant ventilation in the room. 

 

MIN 

MAX 

RESET 

 
 MIN/MAX BUTTON: For quick heating, keep this button up (HI 

flame). For soft heating and silent operation, keep thisbutton down 
(LO flame). 

HUMIDIFIER: For better comfort the 5002 and 8002 
heaters are equipped with a humidifier. 
Its use is very easy. It is enough to periodically fill in (by 
means of a funnel) the small tank located on the left side 
of the unit (see figure). Normally, the tank needs to be 
refilled after 4–5 days. 
NOTE: the use of water low in limestone is advisable 
(possibly use distilled water) in order to prevent any 
possible calcareous sedimentation that may be difficult 
to remove. 
Also anticalcareous tablets for humidifiers are 
commercially available. The humidifier capacity is 11.8 
fl.oz. (0.35 l). 

 
HUMIDIFIER: water filling hole 
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SECTION 4 SERVICING 

All servicing activities must be carried out by a qualified installer or a Service Agency only. 
The user may not service the appliance. The user must read this section just to be informed of the 
periodical checks the unit requires. 
All servicing operations (except on vent system) must be carried out with the external casing removed 
(see “INSTALLATION” on page 9). 
After any service operation, the external casing must be reinstalled properly and the grounding wire of 
the external casing reconnected. 

CHECKING AND ADJUSTING THE GAS MANIFOLD PRESSURE 

5002/8002: the appliance comes factory – set at 
the correct HI and LO gas manifold pressures as 
shown in “TECHNICAL DATA” on page 6. It is 
recommended to check the pressures 
periodically (minimum once an year): see 
instructions in “INSTALLATION” on page 9. 

 

If after checking an adjustment is needed, this 
can be done by means of the nut C and screw D 
(Figure 11 in SECTION 2, page 17). 
A test gauge must be connected as explained in 
SECTION 2, paragraph “CHECKING THE GAS 
MANIFOLD PRESSURE” on page 17. 
Proceed as follows: 

1. Switch the unit on in HI mode (button 
MAX–MIN up). 

2. Screw down completely the screw C (HI – 
LO operator adjustment) until end of stroke, 
by turning it clockwise. Do not force. 

3. Adjust the HI pressure by turning the screw 
D (pressure regulator) to the value given in 
table 1. Turn clockwise to increase the 

pressure, turn counterclockwise to 
decrease it. 

4. Switch the unit to LO mode (button MAX–
MIN down). 

5. Unscrew the screw C until the correct value 
for the LO pressure is achieved. 

6. Switch the unit from LO to HI mode some 
times to check that both the HI and LO 
pressures are correct. A tolerance of plus 
or minus 0.1 in. w.c. on the pressure values 
is acceptable. Re – adjust starting from 
point 1. if needed. 

7. Disconnect the test gauge and tighten 
firmly the screw of the gauge connection, 
then check for gas leaks from it. 

The HI and LO pressures must be adjusted in 
the way explained above. Never try to adjust 
them independently from each other. 
5001/8001: adjust the manifold pressure by 
rotating the regulation screw clockwise to 
increase the pressure, counterclockwise to 
decrease it. The regulation screw is protected by 
a cap (see Figure 11 on page 17).

 

CHECKING, REMOVING AND REASSEMBLING OF THE VENT – AIR INTAKE SYSTEM 

It is essential that the vent – air intake system is 
examined periodically (minimum once an year) 
to verify it is clean from dust and deposits of 
solid materials like leaves or also small animals 
(insects) which could build their nest in the flue 
or air pipe, especially in springtime. 
The vent – air intake system is checked from 
outside. 
Proceed as follows: 

1. Remove the vent cap by removing the 
three outer screws (see Figure 10 on page 
15). 

2. Remove the flue pipe, i.e. the inner one. Do 
not use tools: the pipe can be extracted by 
hand with a moderate effort. 

3. Check for cleaness the vent cap, the flue 
pipe and the air pipe which may not be 
removed from outside. Remove dust and 
deposits from the pipes. Deposits in the air 
pipe must me taken outside: do not push 
them towards the unit. 

4. Check the O–Ring gasket in the flue pipe. If 
it is damaged replace it (part n. N–
GRG005). 
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5. Reinstall the flue pipe from outside. Do not 
use glue or sealants: the gasket ensures 
complete seal of the connection. 

6. Reinstall the vent cap on the flue pipe. Do 
not use glue or sealants. Tighten the three 
outer screws. 

LUBRICATION OF MOVING PARTS 

The only moving parts of the unit are the electric 
motors, which are lubricated for life and thus do 
not require lubrication. 

Do not try to lubricate any part of the appliance 
like motors bearings, keys, knobs, screws, etc. 

 

FLAME VISUAL CHECK 

Correct and proper operation of the burner may 
be checked from the aspect of the flame. Check 
the flame any time the external casing is 
removed for any reason. 
The flame may be examined through the flame 
view L (see Figure 11 in SECTION 2, page 17). 
The flame must be stable and have blue color. 
Some small yellow tips are acceptable with 
propane gas. 

If the flame is yellow or has excessive 
turbulence, check the gas manifold pressure and 
the vent–air intake system as described above. 
If all these are verified to be regular, call the 
Service Agency for a complete check of the unit. 
Call also your gas supplier to check the 
composition of the gas in use. 
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SECTION 5 PROGRAMMABLE TIMER 

The programmable timer (Figure 16 below) allows precise operating and timing control. The programmable 
timer is supplied as a standard with 5002 and 8002 units. 

OVERVIEW 

The programmable timer has the following characteristics: 

• Long life lithium battery  

• Daily and weekly program 

• Minimum switching time: 1 minute  

• Quick progression: keeping pushed any setting key, the progression is quick until the button is 
released. 

• Choice of programs: 16 (8 for on – 8 for off) 

• Days of the week and hours of the day selection 

• Programmable day blocks:  1–2–3–4–5   (Mon–Fri) 
     1–2–3–4–5–6  (Mon–Sat) 
     1–2–3–4–5–6–7 (Mon–Sun) 
     6–7   (Sat–Sun) 

 

 
Figure 16 - Programmable timer 

KEY  

Pos. I The appliance is controlled by the room thermostat 

Pos. AUTO The appliance is controlled by both the timer and the room thermostat 

A ON/OFF SWITCH 

Pos. O The appliance is turned off 

Pos.   Time setting 

Pos. RUN Normal operation mode (the display shows the current time) 

B SETTING / REGULATION SWITCH 

Pos. � Setting of programming 

C Program selection F Minutes setting 

D Day selection G SKIP button (skip the actual program) 

E Hours setting R Reset button 



5001/5002 – 8001/8002 Installation Instructions and Owner’s Manual 

28  Ed. 06/2006 

SETTING AND ADJUSTMENT 

INITIAL CONDITIONS 

 

 

A. Make sure that the B selector is in RUN position. After pressing the 
reset button R, the display starts flashing. 
 

B. With the selector in � position, after pressing the reset button, the 
notice of error EEE will appear on the display. Move the B selector to 
the RUN position: the notice will disappear; then reset the system. 
 

C. If the selector B is moved to   position the indication on the display is 
fix. 
 

D. If the selector B is moved to RUN position the indication on the display 
is fix with the colon flashing. 
 

E. If the selector is moved to � position, the indication on the display is 
flashing: the symbols ☼, 1, 1 will appear. 

 

 

MANUAL OPERATING DEVICE 

 

Move the A left selector to position I. 

• The symbol of a light (☼) will appear on the display. In this condition the heater is controlled by 
the room thermostat and is independent from the programmes which are set on the timer. 

Move the A selector to position O. 

• The symbol of the light (☼) on the display will disappear. In this condition the heater is 
deactivated (off). 

Move the A selector to AUTO position.  

• The programs function is activated. The operation of the unit now depends on the preset 
programs. The heater is controlled both by the timer and by the room thermostat. 

1 2 3 4 5 6 7 

0:00 
� 

1 2 3 4 5 6 7 

E EE 
� 

1 2 3 4 5 6 7 

0:00 
� 

1 2 3 4 5 6 7 

0:00 
� 

1 2 3 4 5 6 7 

0:00 1 
� 

☼ 1 
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TIME SETTING 

 

Example: Set Wednesday, 15.16 hours. 
 

 

PROGRAMMING THE TIMER 

 

NOTE: 16 different switchings can be programmed on the timer: 

• 8 for “ON” (1-3-5-7-9-11-13-15) wich are shown by a light on the right end of the display 

• 8 for “OFF” (2-4-6-8-10-12-14-16) 

 

A. Move the selector B to � position. On the right side of the display the 
number 1, 1 and the symbol of the light will appear, indicating that the ON 
switching time is to be set 

B. Press the day 1......7 button to set the day or the block of days during 
which the switching ON is required (no. 2 stands for Tuesday, etc.) To 
set the desired ignition time press the h button for the exact hour and the 
m button for the exact minutes (for example 09.03). Pressing one of the 
two buttons, the indication on the display will slowly progress. Keeping 
the button depressed for more than 2 sec the progression is fast until the 
button is released. 

C. Press the � button (see Figure 16 on page 27). On the right side of the 
display will appear number 2 without the light symbol indicating that the 
OFF switching time is to be set. 

D. Press the 1...7 button to program once again the same day or block of 
days previously selected for program n. 1 (switch ON). To set the OFF 
time press button h and m (in the example 11.04 hours). 

E. To set further programs repeat the same operations from item b) to d). 

 

 

NOTE: where the same ON and OFF time is required for different days of the week, the setting 
procedure can be simplified: 

• 1-2-3-4-5 (from Mon through Fri) 

• 1-2-3-4-5-6 (from Mon through Sat) 

• 1-2-3-4-5-6-7 (from Mon through Sun) 

A. The selector B is to be moved to   location. 

B. Set the day of the week. Press the day key 1....7, the triangular 
shaped indicator proceedes one unit at a time. Number 1 stands for 
Monday, number 2 stands for Tuesday, etc. 

C. Set the time (hours and minutes). To have 15.16 hours, press “h” 
key for the hours and “m” button for the minutes. Pressing the button 
once the movement is slow (one digit at a time). If the button is 
depressed for more than two seconds the movement is fast until the 
button is released. 

D. After setting the day and the time move the right selector (detail B) 
to RUN:  the indication on the display is fix with the colon flashing. 
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• 6-7  (Sat and Sun) 

F. When all setting operations have been carried out, check and ensure that the different programs 
do not contrast many times one with the others in order to avoid undesired operations. You can 
check on the display the different settings (programmes) by simply pressing button � many times. 

G. Move selector B to RUN position. The display will show the current day and time. 

WARNING: all the programs set will be activated ONLY the day after the setting has been carried out. 

 

During operation, the ON status of the timer is shown on the display by a light on the right end. When the 
light does not appear, it means that the timer is in OFF status. 

 

DELETING OF THE SINGLE PROGRAM 

 

To delete the single program proceed as follows: 

 

DELETING OF ALL PRE–SET PROGRAMS 

 

To cancel all the pre–set programs press the key “R” for at least 2 seconds. All the pre–set programs will 
be cancelled. 

 

SETTING OF SKIP FUNCTION (SKIP THE ACTUAL PROGRAM) 

 

To skip the actual program proceed as follows: 

A. Put the right selector in ”RUN” position. 

B. Press  key to SKIP the actual program. The next program will be 
activated when required. SKIP function is shown on display by the 
symbol of a crossed arrow (see SKIP symbol in Figure 16 on page 
27). 

C. The SKIP command can be stopped in any moment, by pressing again 
the  key. The pre–set program will restart and SKIP symbol will 
disappear from the display. 

 

 

SKIP FUNCTION PROCEDURE DURING OPERATION 
 

A. Move the right selector to the position �. Press the � and choose the 
programme to be cancelled. 

B. Press simultaneously key � and key  (SKIP) for least 2 sec. and 
selected program will be cancelled. 

C. Indication that program is cancelled is continued blinking of 0:00. 

 

A. SKIP function can be activated only in “RUN” mode. 

B. SKIP function starts immediately after the pressing of the key, and 
disappears when next program starts. 

C. SKIP function can be stopped manually by pressing the SKIP key. In 
this case the pre–set program will be activated. 
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