


























Adapting to a different gas type
Adapting to another gas type must be performed by a qualified installer
If the type of the gas does not correspond to the type to be used (natural or LPG gas) by the unit, it must be converted and
adapted to the correct type of the gas.

It is necessary to do the following two operations.

1. Nozzle changing

1. Remove the screw indicated below.
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2. Without removing anything else, remove the nozzle and its support from the burner inserting the screwdriver as indicated by the
red arrow.

Support

ﬁ)ﬂ

Nozzle Support Nozzle

3. Change the nozzle, fix the screw indicated at point 1 and set the burner pressure as indicated in the table 2

GAS TYPE N‘;Z;g_ ij”Mpoé’;t NOZZLE DIAMETER
NATURAL GAS JGLLO65 0.09 in.
LPG JGLLO67 0.05 in.
Table 1
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2. Gas pressure checking and setting

See the values reported in the table below.

GAS TYPE MINIMUM LINE GAS PRESSURE | BURNER GAS PRESSURE MAX. | BURNER GAS PRESSURE MIN.

NATURAL GAS 7.0 in.w.c. 3.1in.w.c. 1.8 in.w.c.
LPG 11.0 in.w.c. 10.6 in.w.c. 6.6 in.w.c.
Table 2
A, TEST GAUGE COMNECTION FOR GAS IMLET
PRESSURE
B TEST GAUGE COMNECTION FOR GAS MANIFOLD
PRESSURE
c NUT FOR HIPRESSURE ADJUSTMENT (PRESSURE
REGULATOR]}
o SCREW FOR LO PRESSURE ADJUSTMENT (HI - LO
OFPERATOR)
E ELIECTRIC CLAMP COMKECTION
& ELECTRIC CABLE IBMLET
H HOLE FOR GAS SUPPLY INLET
L FLAME VIEW
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MINIMUM BURNER PRESSURE SETTING:
1. Set LOW burner capacity by pushing button Z2
2. Connect a micromanometer to the test gauge B
3. Rotate the internal screw “D” and set the pressure at the correct value

MAXIMUM BURNER PRESSURE SETTING:
1. Set HI burner capacity by pushing button Z2
2. Connect a micromanometer to the test gauge B
3. Rotate the extenal screw “C” and set the pressure at the correct value

High altitude installation

According to the the altitude of the installation site, reduce the manifold pressure reported in the table 2 as indicated in the table
3.

ALTITUDE MANIFOLD PRESSURE REDUCING RATE
0-2000 ft 0%

2000-3000 ft 8%

3000-4000 ft 16%

4000-5000 ft 24%

5000-5500 ft 32%

Table 3
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